COGELSA ®) UBE

EFFICIENT LUBRICATION L Green Lubrication Solutions

PREVENT RUST A-1

CORROSION PREVENTING DEWATERING OIL

DESCRIPTION APPLICATIONS

Suitable as water displacing agent and

PREVENT-RUST A-1 is a dewatering fluid, ) ) . .
corrosion protective. Due to its high

based on aliphatic solvents (aromatic free) ) ) ) )
dewatering capacity, it may be used in

intermediate operations. PREVENT- RUST A-1
can be applied as supplied by dipping,

and with a high content of corrosion
inhibitors. With a high water displacement
capacity, It leaves a very thin and transparent .
. . ) spraying or by brush.
oily / waxy film to provide long term

protection to machined parts when stored.

TECHNICAL CHARACTERISTICS
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Appearance translucent, yellow
Density at 15 2C ASTM D 1298 0,81 gr/cm3
Viscosity at 40 °C ASTM D 445 1,4 cSt
Flash point ASTM D 92 40 oC
Film thickness - 2,7 u
Salt spray Cabinet ASTM B 117 >50 hours
Humidity Cabinet DIN 50.907 >30 cycles
Removing method - solvents or alkalis -
Volatile Organic Compounds ISO 11890-2 657 gr/L
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The information provided in this document is based upon our best knowledge at the date of revision indicate, and is subject to changes without prior notice. Such
information does not release the user from testing the product in their own application. The data indicated represent average values and do not constitute product
specifications. For more information please contact COGELSA Technical Support. COGELSA is not liable for damages caused by improper use of the product.
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