
PREVENT RUST O-192
LUBRICATING AND ANTICORROSIVE OIL

The information provided in this document is based upon our best knowledge at the date of revision indicate, and is subject to changes without prior notice. Such 
information does not release the user from testing the product in their own application. The data indicated represent average values and do not constitute product 
specifications. For more information please contact COGELSA Technical Support. COGELSA is not liable for damages caused by improper use of the product.
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DESCRIPTION

PREVENT-RUST O-192 is a solvent-free 

lubricating oil with anti-corrosion additives. 

It meets specification MIL-PRF-3150 E, NATO 

code O-192 and DCSEA 231/A.

APPLICATION

Used for the protection of weapons and 

components. Also used for long-term internal 

protection of petrol and diesel engines (SAE 

30).

Suitable for both ferrous and non-ferrous 

materials.

PRECAUTIONS

Keep containers closed. Please refer to the 

safety data sheet.

TECHNICAL CHARACTERISTICS

REV: 10/23

Method Typical values Un.

Appearance - Clear liquid -

Density at 15 ºC ASTM D 1298 0,93 gr/cm3

Viscosity at 40 ºC ASTM D 445 95 – 125 mm2/s

Flash point ASTM D 92 > 180 ºC

Pour point ASTM D 92 max. -12 ºC

Water displacing FTM 3007 pass -

Copper corrosion 3h 100 ºC ASTM D 130 1a grade

Humidity cabinet at 50 ºC ASTM D 1748 min 720 h

Salt spray test ASTM B 117 min 48 h
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