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COGELSA

EFFICIENT LUBRICATION

LUBE

Green Lubrication Solutions

ULTRAGREASE ATOX 2

HIGH-PERFORMANCE FOOD GRADE GREASE

MO TA

M& bbi tron t8ng hop (Synthetic) dung cho tai trong cao
va kha ndng bdi tron 1au dai trong diéu kién khac nghiét.
San pham st dung chat lam d3c vé co cé kha ning chiu
nhiét cao. C thanh phan gébm PTFE.

UNG DUNG

Thich hop cho céc diém h& hodc kin trong diéu kién lam
viéc khic nghiét: ti€p xtc véi dd 8m méi trudng, rung
doéng, hoi nuéc, bui ban, tai trong va dp suat cao. Nho
céc dic tinh cla nd, thoi gian bdi tron cé thé duogc kéo
dai.

Danh cho céc 8 trwgt va 6 bi hoat dong & téc dd trung
binh va thap vdi hé s tc d6 Ién dén = 50.000 (hé sb téc
d6: duong kinh trung binh clia 6 bi tinh bang mm x téc
d6 quay tinh bang vong/phut).

Thich hgp cho cac nha may déng chai, nha may déng goi
thuc phdm (may déng nap trong nganh cdng nghiép thuc
pham déng hép va kho rau qua), mdy ép vién (bdi tron
bang tay), hoan thién dét may, nha may loc nudc, thiét bj
cang, tau thuyén, cdng nghiép ndi chung, v.v.

THONG SO KY THUAT

DAC TiNH NOI BAT

- Kha ndng bam dinh va lam kin tuyét voi, ngay ca khi co
nudec lanh hodc néng, nwéc mudi va hoi nuéce

- B3o vé chéng dn mon.

- Nhiét do hoat dong tir —202 dén +1602 C. Nhiét do
t6i da trén 20092 C.

- Kha ndng chéng |30 hda va chju luc cat rat cao.

- Kha nang chiu tai va dp suat cuc cao.

CAP CHAT LUQONG

- ISO-L-XBGIB 2

- Chirng nhan NSF H1, n2149166.

- Chi*ng nhan Halal n2 IH-682/2.4/B/76/4/2
- Ch&ng nhan Kosher

Lwu y khi sir dung:

- Sealed bearings must be filled to a maximum of half
their capacity.

- Avoid mixing with other types of grease.

- Due toits high adherence, its suitability in
centralised lubrication systems must be verified.

| Method | Typicalvalues | _Units |

Appearance Translucent white grease

Penetration at 25 oC ASTM D-217 280 mm-t
Penetration at 25 °C after 10* strokes ASTM D-217 295 mm-t
Base oil viscosity at 40 2C ASTM D-445 1000 mm2/s
Dropping point ASTM D 566 none oC
Water resistance at 80 2C max. ASTM D 1264 1 %
Welding load, 4 ball test ASTM D 2596 <160 kg
Wear scar, 400N,75 2C, 1 hour ASTM D 2266 0,60 mm
Bearing corrosion ASTM D 1743 1-1-1 (no corrosion) -

Théng tin duoc cung cap trong tai liéu nay dua trén kién thirc t6t nhat clia ching toi tai thoi diém sira d6i duoc chi dinh va cé thé thay d6i ma khéng can thong
béo trudc. Thong tin nay khong mién trlr ngudi dung khoi viéc ty kiém tra sdn pham trong (ng dung cla riéng ho. DIt liéu dwoc chi dinh 1a gia tri trung binh va
khong phai la thong s6 ki thuat clia san pham. Dé biét thém thdng tin, vui long lién hé Bd phan HS trg Ky thuat cila COGELSA. COGELSA khong chiu trach nhiém dai

véi thiét hai do st dung sdn phdm khong ding cach gay ra.
COMPARNIA GENERAL DE LUBRICANTES, S.A.
C/ Comercio, 36 P.I. Can Sunyer
08740 Sant Andreu de la Barca, Barcelona, Spain
Telf. +34 93 682 22 20 Fax. +34 93 682 00 55
comercial@cogelsa.com

Export:
Telf. +34 93 635 60 50
export@cogelsa.com
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