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ULTRAPLEX PU 223

POLYUREA GREASE

DESCRIPTION

Grease made of highly refined mineral base oil
thickened with polyurea, and antioxidant,
anticorrosive, antiwear and EP additives.

APPLICATIONS

ULTRAPLEX PU 223 is recommended for
lubrication of plain bearings and roller bearings
with vertical axis or outer ring rotation.

Due to their special properties ULTRAPLEX PU 223
offers high protection of the mechanisms in all
type of industries: mining, earth movement,
shipping and harbor, steel, cement, automotive,
paper, food, etc.

TECHNICAL CHARACTERISTICS

PROPERTIES

- Outstanding thermal and oxidation resistance
at high temperatures.

- High load carrying capacity.

- Excellent protection to the corrosion of the
metallic parts and resistance to water washout

- High mechanical stability.
- Very good sealing capacity of bearings.

- Suitable for high-speed bearings (see speed
factor below).

- Normal working temperature from -20 up to
+1509C, possible +1802C with suitable
relubricationintervals.

QUALITY LEVEL
-1SO—-L—-XBFIB 3

Appearance Light Brown Grease
Penetration at 25°C ASTM D-217 240 mm x 101
Penetration at 25 °C after 10* strokes ASTM D-217 270 mm x 101
Consistency NLGI ISO 2137 3 -
Dropping point ASTM D-566 270 °C
Base oil viscosity at 402C ASTM D-445 220 mm?2/s
Wear scar, 4 ball test ASTM D-2266 0,41 mm
Welding load, 4 ball test ASTM D-2596 315 Kg
Qil separation, 24h, 1002C ASTM D-6184 0,87 %
Copper corrosion 24h a 1002C ASTM D 4048 1b -
Speed factor (n x dm)

n — rotational speed of bearing (rpm) - 800.000 -

dm — mean diameter of bearing (mm)
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The information provided in this document is based upon our best knowledge at the date of revision indicate, and is subject to changes without prior notice. Such
information does not release the user from testing the product in their own application. The data indicated represent average values and do not constitute product
specifications. For more information please contact COGELSA Technical Support. COGELSA is not liable for damages caused by improper use of the product.
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